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Concealed Cylinders

Plug Cam

L-Series and LV-Series (except L9060/LV9060 Outside)

Description Cylinder Mechanism
Complete 
Cylinder

Cam

Cylinder Only:
L Escutcheon

Conventional 30-004 L583-254
Conventional

L583-153
Everest® and

Primus®Primus® Controlled Access 20-789

Primus® XP Controlled Access 20-789-XP

Primus® UL437 20-589

Primus® XP UL437 20-589-XP

Hotel Function 30-005*

L-Series and LV-Series L9060/LV9060 Outside

Description Cylinder Mechanism
Complete 
Cylinder

Cam

Cylinder Only:
L Escutcheon

Conventional 26-023 B502-191
Conventional

B502-948
Everest® and

Primus®
Primus® Controlled Access 24-767

Primus® XP Controlled Access 24-767-XP

Primus® UL437 24-567

Primus® XP UL437 24-567-XP

* Specify hand for hotel function cylinders. Not available in Primus® . Emergency keys must be ordered separately.

NOTES: 1) Everest® hotel function cylinders are available in 1¹⁄₈’’, 1¹⁄₄’’, and 1³⁄₈’’ only.
 2) 1¹⁄₈’’ (Dim=118) cylinders are furnished unless otherwise specifi ed. Cylinder length depends on function, trim and door thickness.
 3) Finishes: 606 and 626.
 4) Specify LKB if 0-bitted Primus cylinders are required less key blanks.
 5) Extended lengths are available.
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Full Size Interchangeable Cores
Exploded View–Full Size Classic

Tumbler springs

Top pins

Bottom pins

Control key

Master pin

Control pin

Actuating pin

Retainer cap

Actuating ring

Shell 

Plug 
Assembled with retainer cap 
pin and cap pin spring 

Cylinder cap pin

Spring

Exploded View–Full Size Hotel Classic

Control pin
Shell 
Actuating pin
Actuating ring

Retainer cap

Stop rings (4)
Shown for right hand (RH) doors.

Springs
Top pins
Master pin
Bottom pins
Control key
Notched to bypass stop rings.

Plug
Assembled with retainer cap pin 
and cap pin spring.
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Full Size Interchangeable Cores

Cylinder Only Front Cylinder with  
Compression  
Ring & Spring 

Cylinder with  
Blocking Ring 

Back 

1¹⁄₂" 

L-Series and LV-Series (except L9060/LV9060 Outside)
Description Cylinder Mechanism Complete Cylinder Cam

Cylinder Only:
L & N Escutcheons

Housing Less Core 30-016 L583-489

Cylinder with Compression Ring 
& Spring: L & N Escutcheons

Conventional Core 30-008*

Primus® Core 20-798

Primus® XP Core 20-798-XP

Hotel Function 30-010**

Housing Less Core 30-007

Cylinder with Compression 
Ring, Compression Spring and 
³⁄₈” Blocking Ring: Rose Trim

Conventional Core 30-138*

Primus® Core 20-776

Primus® XP Core 20-776-XP

Hotel Function Core 30-140**

Housing Less Core 30-137

L-Series and LV-Series L9060/LV9060 Outside
Description Cylinder Mechanism Complete Cylinder Cam

Cylinder Only: 
L & N Escutcheons

Housing Less Core 30-032 K510-680

Cylinder with Compression Ring 
& Spring: L & N Escutcheons

Conventional Core 30-030*

Primus® Core 20-782

Primus® XP Core 20-782-XP

Cylinder with Compression 
Ring, Compression Spring and 
¹⁄₂” Blocking Ring: Rose Trim***

Primus® Core 20-783

Primus® XP Core 20-783-XP

* Can be ordered with construction core.
** Specify hand for hotel function cylinders. Not available in Primus®. Emergency key must be ordered separately.
*** For this confi guration with conventional core, order 30-030 cylinder and 36-082-050 blocking ring.
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Full Size Interchangeable Cores
23-030 23-031

Full Size Cores
Part Number Description

23-030 Conventional Core

23-031 Conventional Core less logo

20-740 Primus® Core

20-740-XP Primus® XP Core

20-741 Primus® Core less logo

20-741-XP Primus® XP Core less logo

30-120* Hotel Function Conventional Core for L9485 and L9486

30-121* Hotel Function Conventional Core, less logo, for L9485 and L9486

Full Size Cores
Part Number Description

C503-115 Cap Pin Spring (Order in multiples of 100)

C503-118 Retainer Cap (Order in multiples of 25)

C603-347** Cap Pin (Order in multiples of 100)

C603-827 Cap Pin (Order in multiples of 100)

C603-956 Actuating Ring

C603-964 Actuatin Pin (Control top pin)

C603-967 Control Bottom Pin (Order in multiples of 100)

* Specify hand for hotel function cores. Emergency keys must be ordered separately.
** For cores manufactured before November 1997.

NOTES: 1) Control keys must be ordered separately.
 2) Finishes: 606 and 626.
 3) Full size cores, conventional and Primus®, can be integrated into any Schlage key system with compatible Everest®  or Classic keyways.
 4) Primus® cores can be integrated into any Schlage 6-pin key system with compatible Primus® keyways.
 5) Primus® cores are Controlled Access. Specify LKB if 0-bitted Primus® cores are required less key blanks.
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Small Format Interchangeable Cores
Exploded View – Small Format Everest® Keyways

Plug retainer

Top pins

Build-up pins

Bottom pins

Plug

Undercut groove
Check pin

Check pin spring

Master pins

Sleeve with control lug

Shell

Tumbler springs

Everest® Patented Keyway Cores
Part Number Description 80-036 / 80-037

80-037 Everest® Combinated Core, includes master keying

80-036 Everest® Uncombinated Core

NOTES: 1) Finishes: 606, 613, and 626.
 2) Everest® B family keyways are restricted.
 3) Key symbol must be specifi ed for combinated cores.
 4) Uncombinated cores are furnished less keys, pins, and springs.
 5) Control keys must be ordered separately.
 6) Specify 80-035 for construction cores.



L Service Manual

108

Small Format Interchangeable Cores

Exploded View

Cylinder OnlyFront Cylinder with 
Compression 
Ring & Spring

Cylinder with 
Blocking Ring

Back

1³⁄₈"

L-Series and LV-Series (except L9060/LV9060 Outside)
Description Cylinder Mechanism Complete Cylinder Cam

Cylinder with Compression 
Ring & Spring:
L & N Escutcheons

Everest® Restricted Combinated Core 80-308 L583-255

Construction 
Core

Disposable 80-115

Keyed 80-138

Housing Less Core 80-108

Cylinder with Compression 
Ring, Compression Spring 
and ¹⁄₄’’ Blocking Ring:
Rose Trim

Everest® Restricted Combinated Core 80-301

Construction 
Core

Disposable 80-109

Keyed 80-131

Housing Less Core 80-101

L-Series and LV-Series L9060/LV9060 Outside
Description Cylinder Mechanism Complete Cylinder Cam

Cylinder with Compression 
Ring & Spring:
L & N Escutcheons*

Everest® Restricted Combinated Core 80-304 K510-680

Construction 
Core

Disposable 80-112

Keyed 80-134

Housing Less Core 80-104

Other Straight Cam Applications
Description Cylinder Mechanism Complete Cylinder Cam

Cylinder with Compression 
Ring, Compression Spring 
and ¹⁄₄’’ Blocking Ring

Everest® Restricted Combinated Core 80-302 K510-730

Construction 
Core

Disposable 80-110

Keyed 80-132

Housing Less Core 80-102

* For rose trim also order 36-082-050 blocking ring.
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Cylinder Lengths and Specifi cations
How to Measure Cylinder Lengths
Full Face and Interchangeable Core      Concealed

LENGTH LENGTH

Cylinder Length Dimension Chart
Cylinder Length Dimension

1¹⁄₈’’ 118

1¹⁄₄’’ 114

1³⁄₈’’ 138

1¹⁄₂’’ 112

1⁵⁄₈’’ 158

1³⁄₄’’ 134

L-Series and LV-Series Cylinder and Length Requirements

Function Trim Cylinder

Door Thickness

1³⁄₈’’ 1³⁄₄’’ 2” 2¹⁄₄”
Dimension

L9050, L9056, L9070, L9076, L9080, L9453, 
L9456, L9460 per XL11-635/886, L9464 per 
XL11-886, L9465, L9473, L9480

Rose 30-001 118 118 118 118
Escutcheon 30-021 118 114 138 112
Concealed 30-004 118 114 138 112

L9485 Rose 30-002 — 118 118 118
Escutcheon 30-022 — 114 138 112
Concealed 30-005 — 114 138 112

L9486 Rose 30-002 114 138 112 158
Escutcheon 30-022 118 114 138 112
Concealed 30-005 118 114 138 112

L9496 Rose 30-001 114 138 112 158
Escutcheon 30-021 118 114 138 112
Concealed 30-004 118 114 138 112

L9060 Inside, L9071, L9077, L9082,
L9082EL/EU, L9457, L9462 per XL11-886, 
L9464, L9466, L9482

Rose 30-001 118 118 118 118

Escutcheon
30-001 114 — — —
30-021 — 118 114 138

Concealed 30-004 — 118 114 118
L9060 Outside Rose 20-001 118 118 118 118

Escutcheon 20-001 114 — — —
26-021 — 118 114 138

Concealed 26-023 — 118 114 138
L460, L462, L463, L464, L496, L9460, L9462, 
L9463, L9464

Rose Trim Only
30-001 118 118 118 118

NOTE: Blocking ring and/or compression rings may be required and must be ordered separately.
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Full Face Cylinders
Exploded View—Everest® Mortise Cylinder

Undercut groove 

 

Springs 

Top pins 

Master pins 

Bottom pins 

Key 

Plug Check pin 

Check pin spring 

Shell 

Cam (L583-153 shown) 

Cam screw 

Exploded View—Classic Mortise Cylinder

Cam screws

Cam (L583-254 shown)

Shell

Springs
Top pins

Bottom pins
Key

Plug

Master pins

Exploded View—Hotel Mortise Cylinder

Emergency key Stop rings (4)
Shown for right hand (RH) doors.

Notched to bypass stop rings

Plug
Furnished with grooves for stop rings.
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Full Face Cylinders

Cylinder OnlyFront Cylinder with Compression Ring & Spring

L-Series and LV-Series L9060/LV9060 Outside
Description Cylinder Mechanism

Complete 
Cylinder

Cam

Cylinder Only:
L & N Escutcheons

Conventional 26-021
B502-191

Conventional
B502-948

Everest® and
Primus®

Primus® Controlled Access 20-701

Primus® XP Controlled Access 20-701-XP

Primus® UL437 20-501

Primus® XP UL437 20-501-XP

Cylinder with Compression
Ring & Spring:
Rose Trim

Conventional 20-001

Primus® Controlled Access 20-700

Primus® XP Controlled Access 20-700-XP

Primus® UL437 20-500

Primus® XP UL437 20-500-XP

Primus® Lockout 20-715

Primus® XP Lockout 20-715-XP

Primus® UL437 Lockout 20-515

Primus® XP UL437 Lockout 20-515-XP

Cylinder with Compression 
Ring & ¹⁄₈’’ Blocking Ring

Conventional 20-002

* Specify hand for hotel function cylinders. Not available in Primus®. Furnished 0-bitted; emergency keys must be ordered separately.

L-Series and LV-Series (except L9060/LV9060 Outside)
Description Cylinder Mechanism

Complete 
Cylinder

Cam

Cylinder Only:
L & N Escutcheons

Conventional 30-021
L583-254
Classic

Conventional

L583-153
Everest® and

Primus®

Primus® Controlled Access 20-793

Primus® XP Controlled Access 20-793-XP

Primus® UL437 20-593

Primus® XP UL437 20-593-XP

Hotel Function 30-022*

Cylinder with Compression
Ring & Spring:
Rose Trim

Conventional 30-001

Primus® Controlled Access 20-787

Primus® XP Controlled Access 20-787-XP

Primus® UL437 20-587

Primus® XP UL437 20-587-XP

Primus® Lockout 20-717

Primus® XP Lockout 20-717-XP

Primus® UL437 Lockout 20-517

Primus® XP UL437 Lockout 20-517-XP

Hotel Function 30-002*

NOTES: Lockout keys are not furnished with cylinders and must be ordered separately.
 Lockout cylinders will not be master keyed by Schlage.
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Concealed Cylinders
Exploded View—Everest® Mortise Cylinder

Undercut groove 
 

Springs 

Top pins 

Master pins 

Bottom pins 

Key 

Plug Check pin 

Check pin spring 

Shell 

Cam (L583-153 shown) 

Cam screw 

Exploded View—Classic Mortise Cylinder

Cam screws

Cam (L583-254 shown)

Shell

Springs
Top pins

Bottom pins
Key

Plug

Master pins

Exploded View—Hotel Mortise Cylinder

Emergency key Stop rings (4)
Shown for right hand (RH) doors.

Notched to bypass stop rings

Plug
Furnished with grooves for stop rings.
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Blocking and Compression Rings
L583-195 Compression Ring 
Spring

36-079 Blocking Ring

1³⁄₈” diameter

Specify dimension. Not to be 
used with 36-083.

36-082 Blocking Ring

1¹⁄₂” diameter

Specify dimension. 
Use with 36-083.

36-083 Compression Ring 
and Spring

1¹⁄₂" diameter

Specify dimension. 

Dimensions for Blocking Rings
Blocking Ring Length Dimension

 ¹⁄₈'' 012

³⁄₁₆'' 018

¹⁄₄'' 025

⁵⁄₁₆'' 031

Blocking Ring Length Dimension

³⁄₈'' 037

⁷⁄₁₆'' 043

¹⁄₂'' 050

Full Size Core Blocking Ring Requirements, L-Series and LV-Series

Function Trim
Door Thickness

1³⁄₈’’ 1³⁄₄’’ 2” 2¹⁄₄”
Dimension

L9050, L9056, L9070, L9076, L9080, L9080EL/EU L9453, L9456, 
L9460 per XL11-635/886 or XL11-635, L9464 per XL11-886, L9465, 
L9473, L9480

Rose 050 037 025 025
Escutcheon 025 012 N/R N/R

L9485 Rose — 037 025 025
Escutcheon — 012 N/R N/R

L9486, L9496 Rose 012 N/R N/R N/R
Escutcheon 025 012 N/R N/R

L9060*, L9071*, L9077*, L9082*, L9457*,  L9462 per XL11-886*, 
L9466*, L9482*

Rose — 050 043 031
Escutcheon 025 012 N/R N/R

L460, L464, L496, L9460, L9464 Rose 050 037 025 025
L462*, L463*, L9462*, L9463* Rose — 050 043 031

SFIC Blocking Ring Requirements, L-Series and LV-Series

Function Trim
Door Thickness

1³⁄₈’’ 1³⁄₄’’ 2” 2¹⁄₄”
Dimension

L9050, L9056, L9070, L9076, L9080, L9080EL/EU, L9453, L9456, 
L9460 per XL11-886 or XL11-635, L9464 per XL11-886, L9465, 
L9473, L9480, L9485, L9485 per XL11-557

Rose 037 025 012 N/R
Escutcheon N/R N/R N/R N/R

L9060*, L9071*, L9077*, L9082*, L9082EL/EU*, L9457*, L9462 per 
XL11-886*, L9464*, L9466*, L9482*

Rose — 050 037 025
Escutcheon 018 N/R N/R N/R

L9496 Rose 025 012 N/R N/R
Escutcheon N/R N/R N/R N/R

L460, L464, L496, L9460, L9464 Rose 037 025 012 N/R
L462*, L463*, L9462*, L9463* Rose — 050 037 025

* Two (2) Blocking Rings required.
N/R = None required.


